
T - 101S - d - L1 - L -        -   -   -   -

0.5 (Only for K,T type), 1.0, 1.6, 2.3, 3.2, 4.8, 6.4, 8.0

Example :T-101S-4.8-100-2000-EXA-Y-K-G-N Example :T-111S-4.8-100-30-2000-EXA-Y-K-G-N

8×40 10×40

10×40

EXA,EXB,EXC
EXD,EXF

EXE

L

L2

L1

*

20

0.5 to.1.6
    :Hemisphere
2.3 to 8.0:120°

Argon welding

Serial number
label

Protection
tube
(SUS316)

Specification
label

Lead wire
termination

d D
1

Diameter of protection tube

Sensing junction

Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire length

Lead wire termination

Lead protection

Lead protection

Diameter of protection tube

Sensing junction

Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire termination

Lead protection

Lead wire
termination

Serial number
label

d

0
.5

 to
.

1.
6

   
 :H

em
is

ph
er

e
2

.3
 to

 
8.

0:
12

0°

Argon welding

Protection
tube
(SUS316)

Specification
label

T - 111S - d - L1 - L2 - L -        -   -   -   -

Lead wire
termination

Code Details Operating temperature Code Details Operating temperature
EXA
EXB
EXC

EXD
EXE
EXF

   0 to 150ºC
   0 to 150ºC
-20 to +90ºC

   -20 to   +90ºC
   -55 to +180ºC
      0 to   200ºC

Code Details Code Details

Code Details

Code Details

Code Details

Code Details
Type K (Chromel-Alumel) 
Type J (Iron-Constantan)

Type T (Copper-Constantan) Thermocouple type

Measuring junction 

Type E (Chromel-Constantan) 

Grounded
Ungrounded
Exposed

  G
 NG
  O

A
B
C

Compression fitting
No bracket

Code Details

   600ºC
   650ºC
   750ºC
   800ºC
   900ºC
   450ºC
   650ºC
   750ºC
   300ºC

   750ºC
   800ºC

   300ºC
   350ºC
   650ºC

Lead
wire type

0.5, 1.0, 1.6, 
2.3, 3.2, 4.8

6.4, 8.0

Crimp

Silicone
rubber
tube

Sleeve
(SUS304)

6 4
.8

SUS316
Mgo
Isolation

Fuluorine
resin tube
(FEP)

3

Lead wire

8

• No waterproof

Model Code : T-101FS/T-111FS

• Stainless flexible lead wire is available

* Exposed-junction type is available depending on specification such as shapes, environment of usage, etc. 
   Please contact with our distributors.

45 L

L

Sleeve

Hexagon
Crimp Filled with

Epoxy Resin
(MAX 120ºC)

Lead wire
(Compensation
 lead wire)

Heat shrink
tube

L70

40

φD
1

40

D
1

40
5

L1

*1

Sheathed Thermocouples : T-101S/T-111S

Red
(+)
Black
(-)

Red
(+)
Black
(-)Heat shrink

tube

L1

Hexagon
Crimp

Sleeve
Filled with
Epoxy Resin
(MAX 120ºC)

Lead wire
(Compensation
 lead wire)

Diameter of 
protection tube

Length of
protection tube

Specify length by “mm” (100mm to 10,000mm)

Specify length by “mm” (100mm or more)

Fiberglass with stainless steel
Fiberglass

PVC (polyvinyl chloride)

PVC (polyvinyl chloride) with copper wire braided
Silicone rubber

Specify length by “mm”
 (100mm or more, L1+L2=10,000mm or less)
Specify length by “mm”
 (25mm or more, L1+L2=10,000mm or less)

Fluorocarbon polymers (FEP)

Spade lugs for JIS standard "M3" size screw
Ring lugs for JIS standard "M4" size screw No terminal lugs *terminal soldered

Thermocouple connector (CSP01+CLP-A+CSP02)

Metal connector (SCK-1602-P)

Y
R
M

TE
N

K
J

T
E

Fixed nipple (nut)
Rotary nipple (nut)
Fixed flange

Mounting bracket
E
N

Class : class 2
Element : Single element

Operating temperature
for regular use

K

J

T

Thermocouple
type

Operating temperature
for regular use

Diameter of
protection tube

E

0.5

3.2

8.0

1.0 to 2.3

0.5

3.0 or more
1.0 to 2.3

4.8 to 6.4

3.2
1.0 to 2.3

4.8 or more

3.2
1.0 to 2.3

4.8 or more

Diameter of 
protection tube

Sleeve Dimension (D1)

Specifications

Reference

•See Page7

Specify size of mounting bracket when code is
 "A", "B", or "E". (See Page 6)
Specify size of flange when code is "C".
 (See Page 6)

MAX 120ºC

 SUS304 Compensation lead wire
 (Fiberglass)

Spring
(SUS304)

Lead wire
(Compensation
 lead wire)

Filled with
Epoxy Resin
(MAX 120ºC)Sleeve

• Length is 25mm without specification.

*1 : Other thermocouple connector : 
      See Page 10

* Class 1 is available (Please specify when you order) 
* Double element is available. (Diameter of protection tube : 3.2 or more)
  (Please specify when you order)    

• Please contact distributors regarding other mounting bracket.

For flexible lead wire, the dimension of the sleeve is
10 x 40mm.  
When 1.0 to 4.8 of the protection tube with EXB is
selected as the extention lead wire, its dimension is
8 x 40mm.

It is avaiable to cover Fuluorine resin tube with 4.8
protection tube (SUS316). Total Diameter becomes 6.0. 
It is also available to do coating with T-101 whose tube is
more than 3.2. 
These model codes are T-101SC in this case.

Operating temperature for regular use : 180ºC
Maximum temperature : 200ºC

• Fluor resin coating is available

• Please contact distributors regarding Fuluorine resin tube.

• Spring loaded type is available

Dimensions for the spring loaded sleeve is as follows.
• Protection tube 1.0 to 4.8 with extension lead wire 
   EXA, EXB, EXC, EXD : 8 x 40mm
• Except the above:  : 10 x 40mm

 (Please specify when you order)



Sheathed Thermocouples : T-30S/T-35S

Example :T-30S-4.8-100-K-G-N (No lead wire)
:T-30S-4.8-100-2000-EXA-Y-K-G-N (With lead wire)

Example :T-35S-4.8-100-K-G-N (No lead wire)
:T-35S-4.8-100-2000-EXA-Y-K-G-N (With lead wire)

L1
PF3/860

120°

82

21

L1
PF1/2

T-30SC-6.0-100-PDM-NG-N (No lead wire)

L1

Argon welding Protection tube
(SUS316)

Terminal head

Serial number
label

Specification
labeld

Serial number
label

Specification
labeld

Protection tube
(SUS316)

Terminal head

120°

Argon welding

With lead wire

No lead wire

T - 30S - d - L1 - L -        -   -   -   -

T - 30S - d - L1 -   -   -

With lead wire

No lead wire

T - 35S - d - L1 - L -        -   -   -   -

T - 35S - d - L1 -   -   -

Diameter of protection tube

Sensing junction
Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire termination

Lead protection

Diameter of protection tube

Sensing junction
Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire termination

Lead protection

Lead wire length

Lead
protection

Lead wire
termination

Thermocouple type

Measuring junction 

Diameter of 
protection tube
Length of
protection tube

Mounting bracket

3.2, 4.8, 6.4, 8.0 4.8, 6.4, 8.0

Specify length by “mm” (100mm to 10,000mm) Specify length by “mm” (100mm to 10,000mm)

Specify length by “mm” (100mm or more)

Code Details Operating temperature Code Details Operating temperature
EXA
EXB
EXC

EXD
EXE

   0 to 150ºC
   0 to 150ºC
-20 to +90ºC

   -20 to   +90ºC
   -55 to +180ºC

Fiberglass with stainless steel
Fiberglass

PVC (polyvinyl chloride)

PVC (polyvinyl chloride) with copper wire braided
Silicone rubber

Code Details Code Details
*1Spade lugs for JIS standard "M3" size screw

Ring lugs for JIS standard "M4" size screw No terminal lugs *terminal soldered
Thermocouple connector (CSP01+CLP-A+CSP02)

Metal connector (SCK-1602-P)

Y
R
M

TE
N

Code Details Code Details
Type K (Chromel-Alumel) 
Type J (Iron-Constantan)

Type T (Copper-Constantan) 
Type E (Chromel-Constantan) 

K
J

T
E

*

Code Details
Grounded
Ungrounded
Exposed

  G
 NG
  O

Code Details
A
B
C

Compression fitting
No bracket Specify size of mounting braket when code is

 "A", "B", or "E".
Specify size of flange when code is "C".

Code Details
Fixed nipple (nut)
Rotary nipple (nut)
Fixed flange

E
N

Operating temperature for regular use

   750ºC
   800ºC
   900ºC
   750ºC
   800ºC

   750ºC

   350ºC
   650ºC

K

J
T

Thermocouple
type

Operating temperature
for regular use

Diameter of
protection tube

E

3.0 to 3.2

3.0 to 3.2

8.0

3.2 or more

4.8 to 6.4

3.2
4.8 or more

4.8 or more

Specifications

Reference

•See Page7

• Please contact distributors regarding other length. • Please contact distributors regarding other length.

*1 : Other thermocouple connector : 
      See Page 10

It is avaiable to cover Fuluorine resin tube with 4.8 protection tube (SUS316). Total Diameter becomes 6.0. 
It is also available to do coating with T-30S/T-35S whose tube is more than 3.2. 
These model codes are T-30SC/T-35SC in this case.

Operating temperature for regular use : 180ºC
Maximum temperature : 200ºC

• Fluor resin coating is available

• Please contact distributors regarding Fuluorine resin tube.

6 4
.8

SUS316
Mgo
Isolation

Fuluorine
resin tube
(FEP)

3

Example of Model Code

• Please contact distributors regarding Fuluorine resin coating

• Please contact distributors regarding other mounting bracket.

Class : class 2                   * Class 1 is available (Please specify when you order)
Element : Single element  * Double element is available. (Only for T-35S)
                                            (Please specify when you order)    
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* Exposed-junction type is available depending on specification such as shapes, environment of usage, etc. 
   Please contact with our distributors.



Sheathed Thermocouples : T-70S/T-75S

1.6, 3.2, 4.81.0, 1.6, 3.2

Code   Details
Grounded
Ungrounded
Exposed

A
B
C

Fixed nipple (nut)
Rotary nipple (nut)
Fixed flange

E
N

Compression fitting
No bracket

T - 70S - d - L1 -   -   -

Example :T-70S-1.6-100-K2-G-N

Class : class 1 or class 2
Element : Single element
Operating temperature for regular use

1.0, 1.6
3.2
4.8

1.0, 1.6
3.2
4.8

650ºC
750ºC
800ºC
450ºC
650ºC
750ºC

K

J

1.0, 1.6
3.2
4.8

300ºC
350ºC
350ºC

T

K1
K2

J1
J2

Type K (Chromel-Alumel) class 1
Type K (Chromel-Alumel) class 2

Type J (Iron-Constantan) class 1
Type J (Iron-Constantan) class 2

T1
T2

Type T (Copper-Constantan) class 1 
Type T (Copper-Constantan) class 2  

3626

Terminal
Treatment

–

+25
.4

12.536

CSP02-

+

K

16
.5

826

CMP02-

Thermocoule connector (jack) 

Thermocoule connector (jack) with lead wire

Lead wire length
(unit: mm)

Lead wire
termination

Fiberglass with stainless steel
Fiberglass
PVC (polyvinyl chloride)

Specify length by "mm" (100mm each)

Spade lugs for JIS standard "M3" size screw
Spade lugs for JIS standard "M4" size screw
Ring lugs for JIS standard "M3" size screw
Ring lugs for JIS standard "M4" size screw

W-BL-

EXA
EXB
EXD

Silicone rubber EXE

Y3
Y4
R3
R4

N

K2
J2

TSAThermocouple connector CSP02 jack (with clamp)
Thermocouple connector CMP02 jack (with clamp) TMA

No terminal lugs *terminal soldered
CNo terminal lugs

Thermocouple
connector

Please contact distributors regarding T type thermocouple.

Model and suffix code for thermocoule connector (jack) with lead wire

Thermocouple type

Measuring junction 

Specify size of mounting braket when code is
 "A", "B", or "E".
Specify size of flange when code is "C".

Regarding thermocouple connectors for 
high-temperature use, 
please contact distributors 

Miniature connector: (Material: Ryton): CMR-01
operating temperature limit 220ºC

Standard connector: (Material: Ceramic): CSC-01
operating temperature limit 900ºC

 *Sold separately

 *Sold separately

 *Sold separatelyThermocoule connector (jack) 

Thermocoule connector (jack) with lead wire

Type K (class 2)
Type J (class 2)

L L

Lead protection

Thermocouple
type

Specifications Model and Suffix Code

Code

Specifications

Reference

Thermocouple
type

Operating temperature
for regular use

T - 75S - d - L1 -   -   -

  G
 NG
  O

 *Sold separately

d

L1

1.6:Hemisphere
3.2:120°

(+)
(-)

34

Example : T-75S-3.2-100-K1-G-N

L1

1.6:Hemisphere
3.2, 4.8:120°

45

(+)
(-)KK

Clamp
(CLP-B)

Argon welding Protection tube
(SUS316)

Serial
number
label

Clamp for
connector

Thermocouple
connector (CMP01)
Operating temperature:
Max.120ºC Argon welding Protection tube

(SUS316)
Serial
number
label

Specification
label
Clamp for
connector

Thermocouple
connector (CMP01)
Operating temperature:
Max.120ºC

Diameter of protection tube Sensing junction
Mounting bracket

Mounting bracket

Length of protection tube
Thermocouple type 

Diameter of protection tube Sensing junction
Mounting bracketLength of protection tube

Thermocouple type 

Diameter of
protection tube
Length of
protection tube Specify length by “mm” (100mm to 2000mm)

Code Details Code Details

Details Code Details

Code Details

Thermocouple
connector (CMP02) Lead wire Serial

number
label

Terminal
Treatment

Thermocouple
connector (CMP02) Lead wire Serial

number
label

Clamp
(CLP-A)

Diameter of
protection tube

Thermocouple
type

Operating  temperature
for regular use

Diameter of
protection tube

d

22

* Exposed-junction type is available depending on specification such as shapes, environment of usage, etc. 
   Please contact with our distributors.



Sheathed Thermocouples : T-80S/T-85S

* Class 1 is available (Please specify when you order)

120°

Argon welding Protection tube
(SUS316) Terminal

 head

Specification label
(Reverse side:Serial number label)

d

Argon welding Protection tube
(SUS316)

Terminal
 head

Specification label
(Reverse side:Serial number label)

d

120°

Example :T-80S-4.8-100-K-G-N (No lead wire)
:T-80S-4.8-100-2000-EXA-Y-K-G-N (With lead wire)

With lead wire

No lead wire

T - 80S - d - L1 - L -        -   -   -   -

T - 80S - d - L1 -   -   -

Diameter of protection tube

Sensing junction
Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire termination

Lead protection

Example :T-85S-4.8-100-K-G-N (No lead wire)
:T-85S-4.8-100-2000-EXA-Y-K-G-N (With lead wire)

With lead wire

No lead wire

T - 85S - d - L1 - L -        -   -   -   -

T - 85S - d - L1 -   -   -

Diameter of protection tube

Sensing junction
Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire termination

Lead protection

Lead wire length

Lead
protection

Lead wire
termination

Thermocouple type

Measuring junction 

Diameter of 
protection tube

Length of
protection tube

Mounting bracket

3.2, 4.8, 6.4, 8.0 4.8, 6.4, 8.0

Specify length by “mm” (100mm to 10,000mm)

Specify length by “mm” (100mm or more)

Specifications

Reference

Code Details Operating temperature Code Details Operating temperature
EXA
EXB
EXC

EXD
EXE

   0 to 150ºC
   0 to 150ºC
-20 to +90ºC

   -20 to   +90ºC
   -55 to +180ºC

Fiberglass with stainless steel
Fiberglass

PVC (polyvinyl chloride)

PVC (polyvinyl chloride) with copper wire braided
Silicone rubber

Code Details Code Details
*1Spade lugs for JIS standard "M3" size screw

Ring lugs for JIS standard "M4" size screw No terminal lugs *terminal soldered
Thermocouple connector (CSP01+CLP-A+CSP02)

Metal connector (SCK-1602-P)

Y
R
M

TE
N

Code Details Code Details
Type K (Chromel-Alumel) 
Type J (Iron-Constantan)

Type T (Copper-Constantan) 
Type E (Chromel-Constantan) 

K
J

T
E

*

Code Details
Grounded
Ungrounded
Exposed

  G
 NG
  O

Code Details
A
B
C

Compression fitting
No bracket Specify size of mounting braket when code is

 "A", "B", or "E".
Specify size of flange when code is "C".

Code Details
Fixed nipple (nut)
Rotary nipple (nut)
Fixed flange

E
N

Class : class 2

Element : Single element
Operating temperature for regular use

* Class 1 is available (Please specify when you order)
Class : class 2

Element : Single element
Operating temperature for regular use

   750ºC
   800ºC
   900ºC
   650ºC
   750ºC

   800ºC

   350ºC
   750ºC

K

J
T

Thermocouple
type

Operating temperature
for regular use

Diameter of
protection tube

E

3.2

3.0 to 3.2

8.0

3.2 or more

4.8 to 6.4

3.2
4.8 or more

4.8 or more

   800ºC
   900ºC
   750ºC

   800ºC
   350ºC

K
J
T

Thermocouple
type

Operating temperature
for regular use

Diameter of
protection tube

E

8.0
4.8, 6.4

4.8 to 8.0
4.8 to 8.0
4.8 to 8.0

• Please contact distributors regarding other mounting bracket.

* Exposed-junction type is available depending on specification such as shapes, environment of usage, etc. 
   Please contact with our distributors.

23

L1 53 22

70

L1 43 17

43

•See Page7
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• Please contact distributors regarding other length.

*1 : Other thermocouple connector : 
      See Page 10



Sheathed Thermocouples : T-90S

12

SCK-1602- SCK-1604-

1
2

4
3

L1 43 42

d

1.6:Hemisphere
3.2 to 8.0:120°

Argon welding
Protection tube
(SUS316)

Serial
number
label

Adapter
(SCK-1602-A)

Plug
(SCK-1602-P)

1.6, 3.2, 4.8, 6.4, 8.0

Example :T-90S-4.8-100-K-G-N (No lead wire)
:T-90S-4.8-100-2000-EXA-Y-K-G-N (With lead wire)

With lead wire

No lead wire

T - 90S - d - L1 - L -        -   -   -   -

T - 90S - d - L1 -   -   -

Diameter of protection tube

Sensing junction
Mounting bracket

Length of protection tube Thermocouple type 
Lead wire length

Lead wire termination

Lead protection

Lead wire length

Lead
protection

Lead wire
termination

Thermocouple type

Measuring junction 

Length of
protection tube

Mounting bracket

Specify length by “mm” (100mm to 10,000mm)

Specify length by “mm” (100mm or more)

Specifications

Reference

Diameter of 
protection tube

Code Details Operating temperature Code Details Operating temperature
EXA
EXB
EXC

EXD
EXE

   0 to 150ºC
   0 to 150ºC
-20 to +90ºC

   -20 to   +90ºC
   -55 to +180ºC

Fiberglass with stainless steel
Fiberglass

PVC (polyvinyl chloride)

PVC (polyvinyl chloride) with copper wire braided
Silicone rubber

Code Details Code Details
Type K (Chromel-Alumel) 
Type J (Iron-Constantan)

Type T (Copper-Constantan) 
Type E (Chromel-Constantan) 

K
J

T
E

Details
1
2

1
2
3
4

24

•See Page7

Code Details Code Details
*1Spade lugs for JIS standard "M3" size screw

Ring lugs for JIS standard "M4" size screw No terminal lugs *terminal soldered
Thermocouple connector (CSP01+CLP-A+CSP02)

Metal connector (SCK-1602-P)

Y
R
M

TE
N

*

Code Details
Grounded
Ungrounded
Exposed

  G
 NG
  O

Code Details
A
B
C

Compression fitting
No bracket Specify size of mounting braket when code is

 "A", "B", or "E".
Specify size of flange when code is "C".

Code Details
Fixed nipple (nut)
Rotary nipple (nut)
Fixed flange

E
N

Class : class 2
Element : Single element

Operating temperature for regular use

   650ºC
   750ºC
   800ºC
   900ºC
   450ºC
   650ºC
   750ºC

   750ºC
   800ºC

   300ºC
   350ºC
   650ºC

K

J

T

Thermocouple
type

Operating temperature
for regular use

Diameter of
protection tube

E

3.2

8.0

1.6

3.2 or more
1.6

4.8, 6.4

3.2
1.6

4.8 or more

3.2
1.6

4.8 or more

Connector
Pin No. Single Element Double Element

Pin No.
DetailsPin No.

For connector for T-90S, Connector manufactured by Sanwa Connector Laboratory Co., Ltd. is used as standard. 
Nanaboshi Electric Mfg brand is also available (Please specify when you order).  
Please specify in case of no need of the plug. 

*1 : Other thermocouple connector : 
      See Page 10

• Please contact distributors regarding other mounting bracket.

* Class 1 is available (Please specify when you order) 
* Double element is available. (Diameter of protection tube : 3.2 or more)
  (Please specify when you order)    
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* Exposed-junction type is available depending on specification such as shapes, environment of usage, etc. 
   Please contact with our distributors.


